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KMH - Karver internal mast Lock

® Same KFH proven locking technology : reliability & efficiency

® No lock strope bullet = No wearing parts & no need to change them

® No trip line. You only use your halyard to lock & unlock

® The removable cover gives you an easy access to the internal mechanism
@ |t's possible to unlock the mechanism from this easy access

® The cover is customizable (carbon, white, flashy colors, wooden aspect, ...)

® Round head pin design allows more angle flexibility All models use Stainless steel frame.
® Integrated & secured T bone

® Electronic position sensor available (option) Ttitanium frame is only available with
® Compact & Light 3D printing technology (to quote)

® No swiveling function : Use a KFH external lock to get a lock & a swivel on the same product

Part # Model SWL/BL(T)| Locking material Weight Mast cut out (mm) Wall thickness Max pin space Recomended Lashing eye

(kg) (mm) (mm) halyard ® (mm) | space (mm)
PF370002 KMHO02 2/4 Inox 0,35 26 x 85,2 10 6 6 11
PF370005 [15MM] KMHO5 5/10 Inox 1,03 44 x 125,1 15 9,5 6 15
PF370005 KMHO5 5/10 Inox 1,09 44 x 125,1 25 9,5 6 15
PF370008 [15MM] KMHO08 8/16 Inox 1,8 56 x 156 15 10,5 8 18
PF370008 KMHO08 8/16 Inox 2,08 56 x 156 30 10,5 8 18
PF370010 KMH10 10/20 Titane 2,8 75 x 174,5 25 10,5 8 25
PF370015 KMH15 15/30 Titane 3,7 83 x 203,5 30 14,5 10 30
PF370020 KMH20 20/40 Titane 4,7 94 x 215 35 14,5 12 33

30, 40 & 50 T SWL also available
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